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NOTES
1. FOR ASSEMBLY NOTES, SEE DRAWING ED1Q
2. CONGRETE SHALL BE 4000 PSI MINIMUM.

3. ALL REBAR SHALL MEET ASTM 615, GRADE 60 AND SHALL
BE GALVANZIED PER ASTM A767.

4. THE TOP OF THE CONCRETE SLAB SHALL BE INSTALLED 2"
ABOVE FINISHED GRADE UNLESS NOTED ON SITE DRAWING.

5. THE NUTS AND WASHERS FOR THE BACK ANCHOR SHALL
BE INSTALLED SUCH THAT THE TILT DEVICE MAY BE EASILY
INSTALLED AND REMOVED.

6. SEE SITE DRAWINGS FOR LIR POLE DETAILS AND
MANUFACTURER’S INFORMATION.

7. FURNISH LIR STRUCTURE MAINTENANCE STAND PART
NUMBER L5016 FOR EACH LIR MAST.

8. REFER TO INDIVIDUAL SITE DRAWINGS FOR TOTAL PAD
DIMENSIONS.

9.  SEE DRAWING EOD5 FOR GROUNDING AND BONDING.

NUT AND WASHER

LEVELING NUT

AND WASHER
f NUT AND WASHER (TO PROVIDE
o) RESTRAINT ON TILT DEVICE,
BACK PIER OF MG—30 AND

MG—40)

8" PROJ

5/8" THRD,
8 UNC

TOP OF CONCRETE \

3/4” DIA. J-BOLT
(ASTM—A—325)

-

DETAIL — ANCHOR BOLT
NOT TO SCALE

3'-0" DIA.
THICKENED SLAB

WINCH AND PULLEY NOT

¢ THICKENED SHOWN FOR CLARITY

SLAB (TYP)

WINCH BASE PLATE LAYOUT (s)
NOT TO SCALE

E

A

74" MAX.
447 MIN

34.1/4 "

LIR STRUCTURE JAQUITH
PORTABLE MAINTENANCE STAND L5016 (7)

NOT TO SCALE

#4 REBAR @ 12" OC, EACH

WAY MAINTAIN 3" CLEAR TO

CSF&l CEMENT BOTTOM OF SLAB, 2” AT EDGES
TREATED BASE TO 1
BELOW GRADE

#4 REBAR STIRRUPS, ONE EACH WAY,
LAP ENDS 12”7 MIN. WITH HORIZ. SLAB
REINFORCEMENT MAINTAIN MIN. 3” CLEAR
TO SOIL, TYP OF 3 INSERT LOCATIONS

#4 REBAR TIES,
MAINTAIN MIN. 3" CLEAR
TO SOIL TYP OF 3
LOCATIONS EACH SLAB

CONCRETE SLAB REINFORCING DETAIL (2) (5)
SCALE: 1 1/2" = 1'=0"

B

7/8" DIA HOLE
TOP OF CONCRETE

ASTM—A—36 PLATE
2%1'—3%1 /2"

3/4” DIA. x 6"
LONG

DETAIL — WINCH PLATE
NOT TO SCALE

AHTNA

Government Services

Anchorage, Aloska 99503

REDLINE
= DATE DESCRIPTION EDLNE  Lapy

Ice Technical Services
3700 Woodiand Dr., St 100
Anchorage, Aloska 98517

DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION
WESTERN/PACIFIC REGION LOS ANGELES, CALIFORNIA

DESIGNER

HOLUM

DESIGNER

HODGES

DRAFTER

HERSCHBACH

AIRPORT SURFACE DETECTION EQUIPMENT
REMOTE UNIT (RU)
TILT-DOWN MAST

FOUNDATION DETAILS

0AHU HONOLULU INTERNATIONAL ARRPORT HAWAII

MANAGER

DEEE

SADLON

SUBMITTED BY APRROVED BY

REVIEWED BY

OMID_KAYVAN GREG_BACHMAN

PROJECT ENGINEER ANI—960 MANAGER ANI—960

DESICNED 1SSUED BY

- =

DRV DRAWING NO. REV

ke HNL—-D—ASDE-E012

8 7

4 | 3

2 1



